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Introduction

Everyday in Neonatal Intensive Care Departments, Pediatric 

Hospitals, and Maternity Wards across the country, premature

and medically fragile baby's struggle with the ability to feed

and receive nutrition orally.  The medical condition of the baby

combined with a lack of medical devices designed to address this

issue has added to long hospital stays and sizable healthcare costs. 

Bionix Medical Technologies has developed a product that is

intended to improve this situation.  

The Controlled Flow® Baby Feeder is an innovative new system

that controls the flow of nutrition equal to the feeding capabilities

of the individual baby.  By catering to the needs of the individual

baby, the Controlled Flow Baby Feeder helps them develop the

skills needed to successfully oral feed.
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How it Works
The Controlled Flow Baby Feeder is designed to transition babies 
from non-oral to oral feeds. It utilizes six, easy to adjust flow 
settings including “zero” flow to establish non-nutritive sucking 
and to pace the baby for feeding. The six easy to adjust settings 
slowly condition the sensory system and stimulate esophageal 
motility with manageable amounts of oral nutrition. The consistent, 
controlled feedings provided help reduce disorganized feeding states 
and the risk of aspiration regardless of the caregiver.

Flow Level Descriptions
0. Zero Flow - Non-nutritive sucking
1. Taste
2. Slow Drip
3. Trickle
4. Steady Flow
5. Stage 1 Nipple

Components of Bionix Controlled Flow Baby Feeder

Blue Ring Cap 

Clear Silicone Nipple 

Green Flow Adjuster 

Purple Silicone Seal 

Yellow 5-Hole Flow Restrictor 

60 ml graduated feeding bottle 
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Controlled Flow Baby Feeder Assembly Instructions
1) Screw the Yellow 5-Hole Flow Restrictor 

onto the Bottle.

2) Press the Purple Silicone Seal onto the 
Yellow 5-Hole Flow Restrictor.

3) Place the Green Flow Adjuster over the 
Purple Seal and snap it onto the Yellow 
Flow Restrictor so that the number “0” 
is viewable through the window on the 
Green thumb tab.  Make sure all 3 tabs 
on the Green Flow Adjuster are securely 
fastened.  (Fig. 1)

4) Place the Bionix Silicone Nipple inside 
of the Blue Ring Cap, creating the nipple 
assembly.

5) Screw the nipple assembly onto the 
Green Flow Adjuster.  (Fig. 2)

6) Seat the channel of the nipple into the 
Green Flow Adjuster by gently pulling 
up on the nipple to align the channel into 
the Green Flow Adjuster.  Once aligned, 
squeeze the nipple and push down, 
inserting the channel of the nipple into 
the raised component of the Green Flow 
Adjuster.  (Fig. 3)

7) Unscrew the completed Feeder Assembly 
and fill the Bionix Graduated Feeding 
Bottle with the premixed nutrition of 
choice. (Fig. 4) IMPORTANT: You must shake the formula well 
prior to filling the Controlled Flow Baby Feeder to ensure clogs 
do not form.

Fig.1

Fig.2

Fig.3

Fig.4
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8) Screw the Feeder Assembly onto the 
Graduated Feeding Bottle.

9) Begin with the flow adjustment set at “0” 
flow, to establish non-nutritive sucking.   
Adjust the flow setting (1-5) depending 
on the feeding ability of the baby.  (Fig. 5) 
 
Do not use powdered formula. 
Any unmixed powder may clog the device.

Helpful Hints
1) Begin assembly by building off of the 

bottle (i.e. screw the yellow flow restric-
tor to the 60ml graduated feeding bottle).

2) Make sure all 3 tabs of the Green Flow 
Adjuster are securely fastened to the 
Yellow Flow Restrictor.

3) Screw the nipple assembly (Silicone 
Nipple, and Blue Cap Ring) to the Green 
Flow Adjuster, with the channel of the 
nipple to the side of the post on the 
Green Flow Adjuster. When the Nipple 
assembly is securely attached, pull up on 
the nipple to place the channel inside of 
the post on the Green Flow Adjuster. 
Push for a tight fit.  (Fig. 2)

4) Unscrew bottle from feeder assembly 
to fill.

Fig.5
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Usage Instructions
1) You may begin using the Controlled Flow Baby Feeder on setting 0 
(non-nutritive sucking) in place of a pacifier to familiarize the baby to 
the nipple and trigger positive visual stimulation from the bottle, as 
well as to begin to pace the baby. 
 
a) If the baby is more advanced in their feeding abilities, begin on 
setting 0 to allow the baby to calm and organize itself for feeding. 
Once non-nutritive sucking has been established, select appropriate 
flow setting and begin feeding.

2) Monitor cues from the baby to determine if the flow setting should 
be adjusted to a faster or slower flow.

3) To change flow settings simply apply force on the thumb pad and 
push laterally.  The Controlled Flow Baby Feeder allows the user to 
adjust flow rates without removing the nipple from the baby's mouth. 
 
a) Helpful Hint - Push laterally to adjust flow rates. 
Applying downward force makes adjustment more difficult.  (Fig. 6) 
 
b) Helpful Hint - An overhand position is 
suggested for holding the Baby Feeder as it 
allows the user maximum control when 
adjusting flow levels.  (Fig. 7)

4) As the baby progresses in their feeding 
abilities, a faster flow setting may be 
utilized.  This device is designed to 
gradually increase the amount of 
nutrition received through oral feedings.

5) Once the baby reaches flow level 5 they 
are feeding at or near a flow rate of a 
stage 1 nipple.

Fig.6

Fig.7
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Cleaning Instructions
After each feeding:  
1) Take the Controlled Flow Baby Feeder apart, separating all 

pieces.  

2) Utilize the cleaning syringe (included) to flush water through the 
center channel of the nipple to remove any remaining formula.  

3) Wash all parts in warm, soapy water.  

4) Rinse thoroughly. 
 
*The Controlled Flow Baby Feeder may also be cleaned on the

       top rack of the dishwasher.

Product Listing

Standard Feeder
Product # Description

1030 1 complete Baby Feeder Unit/box

1000 12 complete Baby Feeder Units/box

1010 6 complete Baby Feeder Units/box

1020 12 replacement nipples & cap rings

Preemie Feeder
Product # Description

1035 1 complete Preemie Baby Feeder Unit/box

1005 12 Preemie Baby Feeder Units/box

1015 6 Preemie Baby Feeder Units/box

1025 12 replacement Preemie nipples & cap rings 

To reorder contact your local distributor or call Bionix at
1.800.551.7096. Also available online at www.BionixMed.com. 
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